"2 Aeration Kits

gateralive Lake and Pond Aeration is now easier than ever !
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Features and benefits P.code Q'ty P.code Q'ty
Breathe life into your pond or lake! Max. pressure up to 50 psi. MPC-60C MPC-120C
Improve fish health. 220volt also available by special order. MPC-200C-3 MPC-200C-4
Reduce algae growth and sludge build up. Oil-less non-lube piston and cylinder.

De-ice to prevent winter fish kill. , . MDB11 MDB11H

E Installati Permanently lubricated bearings.

asy Installation.
. Cylinder hard coated for wear resistance. MDB12 MDB22

Low maintenance.

Low running cost. Head design makes maintenance easy. WAH 3/8”

Long lifetime. Balanced for smooth, low vibration operation. MDB24 (100ft) 112
N 4 5/8”

C O M p O N E N TS Model MPC-60C MPC-120C MPC-200C

MPC-20016C-3 | MPC-20026C-3 | MPC-20025C-3

Compressor Accessories sets: Specifications / order MPC-6016C | MPC-6026C | MPC-6025C |MPC-12016C | MPC-12026C| MPC-12025C MPC-200160-4 | MPC-200260-4| MPG-20025C-4
Compressor components | Includes oil filled pressure gauge. Pressure relief valve, 2 or 3 way valve aluminum manifold with swivel union, heat-resistant tube.
HP 1/4 1/2 3/4
Volt / Hz 115V/60Hz | 220V/60Hz | 230V/50Hz | 115V/60Hz | 220V/60Hz | 230V/50Hz | 115V/60Hz | 220V/60Hz | 230V/50Hz
PSI Ft. M. LPM | CFM | LPM | CFM | LPM | CFM | LPM | CFM | LPM |CFM | LPM | CFM | LPM | CFM | LPM | CFM | LPM | CFM
0 0 0 110 | 3.89 | 108 | 3.81 98 | 3.46 | 156 | 5.51 | 155 | 6547 | 135 (4.77 | 212 | 7.49 | 218 | 7.70 | 186 | 6.57

MPCAGO MPCA120
(2 way) (3 way for MPC-120)

5 11.5 3.5 98 (346 | 93 | 328 | 80 (283 | 141 | 498 | 146 | 516 | 125 | 4.42 | 204 | 7.21 | 205 | 7.24 | 178 | 6.29
10 23.1 7.0 92 (3.25| 89 | 314 | 78 (275 | 138 | 487 | 140 {494 | 118 | 417 | 195 | 6.89 | 195 | 6.89 | 168 | 5.93
15 34.6 10.5 89 (314 | 84 | 297 | 70 (247 | 129 |4.56 | 135 | 4.77 | 113 | 3.99 | 192 | 6.78 | 190 | 6.71 | 160 | 5.65

20 46.1 141 83 (293 | 77 | 272 | 69 (244 | 120 |4.24 | 129 | 456 | 108 | 3.81 | 182 | 6.43 | 180 | 6.36 | 158 | 5.58

Matala Rocking Piston

Compressor (MPC) 25 | 577 | 176 | 79 | 279 | 75 | 265 | 65 | 230 | 115 | 406 | 122 |4.31 | 100 | 3.53 | 176 | 6.22 | 171 | 6.04 | 150 | 5.30
|deal compressor for deeper ponds. 30 | 692 | 211 | 76 | 268 | 71 |251 | 61 | 215|102 | 360 | 110 [389 | 95 [ 336 | 170 | 6.00 | 167 | 5.90 | 147 | 5.19
MPCA200-3 MPCA200-4 . .
(3 way for MPC-200G-3) (4 way for MPC-2000-4)  FOUF Sizes available. 40 | 923 | 281 | 69 | 244 | 62 | 219 | 53 | 187 | 91 [321 | 100 [353 | 87 [3.07 | 159 | 562 | 158 | 558 | 130 | 4.59
50 | 1153 | 352 | 64 | 226 | 50 [177 | 46 |162| 79 |279 | 90 [318 | 78 | 275 | 142 | 5.02 | 142 | 502 | 120 | 4.24
Amp at Opsi 2.2 1.0 1.0 3.0 16 15 5.4 3.1 25
Amp at 20psi
(4641 14.1m) 3.2 16 1.7 4.0 2.2 1.9 6.9 3.7 3.0
Watt(input) at Opsi 231W 213W 191W 332W 330W 290W 594W 619W 515W
Watt(input) at 20psi 339W 333W 315W 455W 464W 416W 768W 777TW 651W
(46.1ft / 14.1m)
Matala Diffuser Base(MDB) Weighted Air Hose(WAH) Suggested pond size 1/4~1 Acre Lake (5~30 ft deep) 1/2~2 Acre Lake (8~40 ft deep) Up to 4 Acre Lake (10~40 ft deep)
_ , 0 ideal a v tubing | {and Suggested tubing size 3/8"~5/8" / 9.5~15.9 3/8"~5/8" / 9.5~15.9 3/8"~1" | 9.5~25.4
Makes pond and lake aeration easier | rll(l ESH Ifﬂ”' SI:IDD VNtU TQkUF pond an (in) / (mm) (suggest max.100ft) (suggest max.100ft) (suggest max.100ft)
than ever. Five sizes available. ake. Self sinking. Non-kinking. : p——
. g D'megi;‘j”fm';’§WXH 7.1%6.3x7.8 / 181x160x198 9.4x6.3x7.8 / 240x160x198 10.8x6.5x9.5 / 275x166x242
Weight (Ibs) / (kg)* 18.5/8.4 22.9/10.4 29.3/13.3

*“Weight including all accessories
- The above specifications are subject to change without prior notice.
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